
 

Model : ON-K8204-2-PJ2150-P 5MP 4CH H.265 POE NVR KIT 

 

Features :  

* Automatically match code, support N1 protocol and plug and play 

* Network service:P2P, DHCP, DDNS, PPPoE, E-Mail, 3G, etc. 

* Multiple way of alarm triggers (video loss/motion detection, etc.) and alarm output 

(sound/E-Mail/mobile alarm notification, etc.) 

* Mobile phone monitoring, achieve APP preview + remote playback (Android / IOS or PC) : IPpro. 

* Video compression : standard H.264/H265  

*Package : 1 pcs ON-D8204-2 + 4 pcs ON-PJ2150-POE + 4 pcs 18M RJ45 Lan cable + 1 pcs POE 

48V/2A adaptor. 

Specificaton :  

Kit Model Name ON-K8204-2-PJ2150-P 

NVR Model ON-D8204-2 

system  

Operating System Linux embedded operating system  

system resources At the same time,4ch 1080p recording 4ch 1080p 

playback,4ch 5mp recording 

1ch  5mp playback, multiple people network operation, US

B backup  

Interface 

Operation Interface menu operation interface with Blue UI , support mouse 

operation 

Image Display 1/4 screen 

Video 

Video access mode  4ch 1080P/5MP 

video compression Standard H265/H.264 

Video encoding Support 720P/960P/1080P/5MP 

dual-stream Support  



Stream type Composite stream/video stream 

Audio 

Standard G.711 

Intercom No support 

Video Playback 

Record mode Manual>  Motion Detection> Timing 

Playback  4ch 1080P, 1ch 5MP  

Video search Search by Time/Calendar/Event/Channel 

Video Storage Local hard drive 

Backup mode Network backup, USB mobile hard disk 

Interface 

Video output 
1ch VGA : 1440x900,1ch HDMI HD output：

1920x1080P/60Hz 

Audio/Output （Optional） 

Internet interface 1*RJ45 10M/100M adaptive Ethernet port 

USB interface 2*  USB interface 

Hard disk  interface 1*SATA interface(Up to 6TB for each disk) 

Others 

Power supply POE 48V/2A 

Work environment -10 degree ---- 55 degree 

Color box 400*200*300mm 

Gross Weight 5.2kg 

 

Camera Model ON-PJ2150-POE 

Image Sensor 1/3” Progressive Scan Sensor 

S/N Ratio > 39.1 dB 

Resolution mainstream:2560x1920@15fps、sub stream:702x576@15fps 

Minimum Illumination 
Color: 0.1 Lux 

B/W: 0.05 Lux 

OSD Date Time & Title 

Lens 4mm 

White Balance Auto 

Day & Night IR cut filter with auto switch 

3D-DNR Auto 

Video Codec 

Two Streaming at the Same Time: 

mainstream:2560x1920@15fps 

sub stream:702x576@15fps 

Audio Code G.711 A-Law @ 16bits 8kbps 

Thunder Prevention Standard IEC61000-4-5 

Connectors RJ45 interface  

Power Input POE module 

Power Consumption ≤6W 

Operation Temperature/Humidity -10℃ to +50℃ / 30% to 80% RH 

Storage Temperature/Humidity -20℃ to +60℃ / 20% to 90% RH 

 


