
Features:

Specifications:

Photo

Model ON-WSL64G-2M

Description

TV System

Chipset Solution
2.0 Megapixel,  CMOS Sensor

Image Resolution: Max: 1920*1080

Resolution
2MP @

18fps(PAL), 18fps(NTSC)

Effective Pixels 1920(H)×1080(V)

Minimum Illumination

Lens 4mm Board Lens

Built-in SD Card 64GB

Leds 144PCS White Light

Sync,System

IP67 WiFi IP camera with solar panel series

◆ Waterproof IP67 wifi low-power consumption IP Camera With Solar Panel

◆ PNP(Plug and Play), support smart phone & tablets

◆ OSD, Motion Detection, Remote View and Control, IR-Cut

◆ Working Temperature: -25℃~ +60℃

ON-WSL32G-2M

2.0 Megapixel,  CMOS Sensor

Image Resolution: Max: 1920*1080

2MP @

18fps(PAL), 18fps(NTSC)

1920(H)×1080(V)

4mm Board Lens

Waterproof IP67 wifi low-power consumption IP Camera With Solar Panel

NTSC / PAL

0.001Lux

32GB

144PCS White Light

Internal Synchronization



App

Network

Video Compression

S/N Ratio

Solar Panel 30W Solar Panel

Power Source

Consumption

Operating Enviroment

Working Humidity

Size(mm)

Package size

Weight(kg)

52.5x9x37.5 cm

-25℃~60℃ / 10% ~ 95%RH

≤90%

4 kg

≥ 58dB

36650 Battery included

<5W

Wifi

H.265 compression

Tuya Smart

LED camera size : 211*257*46mm ; Solar panel size : 500*350mm

30W Solar Panel


