
Features:

Specifications:

LED Specs 10.1 inch highlight IPS 1024 * 600

Signal 4 in 1 (AHD/TVI/CVI/CVBS)

(Optional) 6 in 1 (HD-SDI/EX-SDI + HD-TVI/AHD/CVI/CVBS)

Mage pixels 2MP Full color

Lens 3.6mm 5MP

Tripod Height 1.8m (adjustment)

power supply 1.5A Wide voltage power supply, 12-36V

Camera connection Aviation connection

Functional characteristics:

Temperature Detected

Range
0°C~80°C

Temperature Detected

Accuracy
+/-0.3℃

Snapshot Function Auto snapshot with alarm alert

Compression Method FHD H.264

Loop Recording Support

Voice Alarm Voice alarm for abnormal body temperature

Resolution 1920*1080P 25fps

TF Card CLASS10 U1，min 32GB，max256GB。

Display Mode
Real-time display detected temperature,

alarm display in red

Time for Detecting 3s

Detected Distance Best within 2m

Power Supply 1.5A Wide voltage power supply, 12-36V

Model No.：ON-KST20R-2M

Easy installation and high cost-effective

Fast temperature detection, long distance, clear display, video recording traceable

Suitable for office, hotel, station, school, hospital and other public places

Smart Thermal Temperature Detected Kit 

Auto detect temperature with no touch , Alarming alert

Auto Loop recording , recording personnel entering and exiting, preventing disputes


